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EN	 Instructions for use – Pressure controlled battery backpack sprayer

REC 15 AC1 USA

Please read carefully before first use

The data listed in the original instructions are substituted by the values in this envelope. 
This envelope is part of the original instructions and is only valid with the original operating 
and safety instructions.

Declaration of Conformity

Triggervalve

Applications

Applications:	 Suitable for most biological and conventional plant protection products.
Unsuitable:	 Not suitable for acid-based herbicides (for example acetic acid),
 	 peroxides, acids, alkalines and solvents.
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2.

To openTo lock To block

Internal measures have been taken to ensure that serial production units conform at all times to the requirements of current  
directives and relevant standards. The signatory is empowered to represent and act on behalf of the company management.

We hereby declare that the sprayers described below conform to the relevant fundamental safety and health requirements of the 
directives both in basic design and construction as well as in the version marketed by us.

Modell Relevant guidelines Applied standards

REC 15 AC1 USA 2006/42/EG 
2009/127/EG 
2011/65/EU 
2014/30/EU

EN ISO 19932
EN ICE 63000: 2018
EN IEC 55014-1: 2021
EN IEC 55014-2: 2021
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Modell

REC 15 AC1 	 USA	 |	 Art.Nr. 12071701

Spare parts Optional accessories

Further accessories

www.birchmeier.com

Gasket set Art.Nr. 11934101 

Gasket set Art.Nr. 12058001-SB

Spray tube holder Art.Nr. 12178401

Further information under product REC 15 AC1

18 V Li-Power / 5.2 Ah
Art.Nr. 12072501

18 V LiHD / 8.0 Ah
Art.Nr. 12073601

18 V LiHD / 10.0 Ah
Art.Nr. 12100701

Telescopic tube aluminium 1 - 2 m
Art.Nr. 10985201

Fanjet nozzle

Art.Nr. 11612801-SB – 11612808-SB

Duro mist nozzles 

0.8 mm, G1/4	 Art.Nr. 28502321-SB

1.3 mm, G1/4	 Art.Nr. 28502323-SB

1.5 mm, G1/4	 Art.Nr. 28502324-SB

1.65 mm, G1/4	 Art.Nr. 28502325-SB


