
• Stainless steel tank with rim protection
• Filling volume 2 litres (tank volume 3 litres)
• Chemical resistant FPM (Viton) gaskets
• 6 bar operating pressure
• Separate, large filling opening 
• Spiral hose for flexible spraying
• Adjustable brass nozzle 
• Safety and relief valve
• Compressed air valve
• Adjustable pressure control valve PR 3 (1-3 bar)

 Spray-Matic 2 S – stainless steel compression sprayer

 Small but powerful – perfect made  
 for pest control applications

2 litres
Filling volume
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Your Birchmeier distributor

Accessories

Foam nozzle
Art.No. 11688701

Fanjet nozzle
Art.No. 11612803-SB

Closing cap
Art.No. 11380601

Filler cap with reduction valve 
Art.No. 11647105

Herbicide Floodjet nozzle 1.6 mm
Art.No. 10501803-SB

Unique Birchmeier features

Accessories Art.No.

Rim protection (2 S included) 11978801

Double handle (10 S included) 11887301

Backpack carrying unit 11828301

Handcart made of stainless steel 11801501

Stainless steel hand pump for 5 S and 10 S 11833017

Filler cap with reduction valve (10 S, 20 S, 20 SH) 11647101

Closing cap (in place of hand pump for 5 S, 10 S) 11380601

CF-Constant flow valves 1 bar, 1.45 bar, 2 bar  
(for constant spraying pressure) 

11698401-SB – 
11698403-SB

Fanjet nozzles with stainless steel insert for different 
spraying performances

11612801-SB – 
11612808-SB

Adjustable brass nozzles 1.7 mm 28502597-SB

Foam nozzle 11688701

Extension tube straight, 1 m brass 10960601

Spray tube 1 m, straight, stainless steel 11669802

XL 8 S Telescopic lance 7 m (max. 6 bar) 11935801

All Birchmeier stainless steel sprayers and foamers are ‘Made in 
Switzerland’. They are available in tank volumes of 2, 5, 10, 20, 50 
and 100 litres and are CE and TüV-GS approved (except 2 S).

Technical Data 2 S
Art.No. 11989501

5 S
Art.No. 11381701

10 S
Art.No. 11380002

Max. filling volume 2 litres 5 litres 10 litres

Tank volume 3 litres 7.5 litres 14.8 litres

Tank material Stainless steel Stainless steel Stainless steel

Gaskets FPM (Viton) FPM (Viton) FPM (Viton)

Max. operating pressure 6 bar 6 bar 6 bar

Optimal operating pressure 2 bar 2 bar 2 bar

Hand pump Brass Brass Brass

Spraying hose PU spiral PVC 1.5 m oil resistant PA spiral

Trigger valve assembly Brass Brass Brass

Tube Brass 40 cm Brass 40 cm Brass 50 cm

Nozzle Adjustable brass nozzle Adjustable brass nozzle Adjustable brass nozzle

Weight (empty) 2.8 kg 3.5 kg 5.4 kg

Dimension (L x W x H) 185 x 185 x 265 mm 178 x 178 x 460 mm 212 x 212 x 590 mm

Max. operation temperature 50° C 50° C 50° C

Min. operation temperature 5° C 5° C 5° C

Chemical resistances

Especially suitable for pest control alkaline products, mineral oil based products, parting and degreasing agents. 

Powerful brass pump with stainless
steel pump rod

Safety and relief valve

Spiral hose
6 bar operating pressure and 1 litre
pressure compression volume

Adjustable universal brass nozzle 1.3 mm

Heavy duty brass trigger
with integrated fine filter Brass spray tube 40 cm curved

Compressed air valve 

Combined pump- and carrying handle
with spray tube holder

Rim protection (included)

Pressure gauge

Separate, large filling opening

Stainless steel pressure tank with filling 
volume of 2 litres (tank volume 3 litres)

Screw fitting system suitable
for all G1/4"-fittings

        

Spray-Matic 2 S
Art.No. 12105001

Pressure control valve PR 3


